
CAPACITY
We have several different room conÞgurations-from 400 seated, to 900 mixed seated and 
standing.

STAGE 
Usable stage space: 26 ft wide , 16 feet deep. (does not include monitor space) 

LIGHTING
Martin¨ Intelligent Lighting System including P-1 Control Console, 4 RoboColor Pro 
400Õs and 10 RoboScan Pro 918Õs. 

SOUND
The house sound system is active 3-way stereo using all JBL components and powered 
by a separate 100 Amp, isolated ground, 3 phase service. 
Enclosures: JBL Sound Power Series 
6 (six) SP-225-6 Full Range [2 x 15Ó ldspkrs / 1 x 2Ó comp. drivers] 
6 (six) SP-128 Subs [ 2 x 18Ó ldspkrs] 
AmpliÞers: QSC, 6700 W. @ 4 !
Balcony Fills: 2 (two) Sound Image (Audio Composite Eng.) Series 1250 
[1 x 12Ó ldspkrs / 1 x 2Ó comp. drivers] 1800 W. @ 4 !

Front of House 
Console: 
Yamaha PM-3500-48 [52 ch. / 8 Group / 8 Aux / 8 Matrix] 
Effects: 
4 SPX 990 Multi-effect units
1 T.C. Electronics D-two delay
Inserts: 
8 channels of BSS DPR 404 compression/limiter 
6 channels of Drawmer Noise Gates 
Drive System: 
1 Lake 3-way stereo dividing network 
1 Ashley GQX-3102 Dual 1/3 Octave EQ 
1 Ashley Protea 4.24 G Digital Control 1/3 Octave EQ 
Stage: 
Console: 
Yamaha PM-3500 M
Equalizers: 10 channels of Ashley GQX-3102 EQ 
Inserts: 
2 channels of Behringer Composer Pro compression/limiter 
2 channels of Behringer Noise Gates 
2 Yamaha SPX-990 Multi Effects Processors 



Wedges: 
10 Sound Image (Audio Composite Eng.) 1250 CFT 
[1 x 12Ó ldspkrs / 1 x 2Ó comp. drivers] 
AmpliÞers: QSC, 1550 W. @ 4 ! (each mix) 
Drum Fills: 
1 JBL 3-way Drum Fill System
2 (two) 2 x 15Ó ldspkrs / 1 x 2Ó comp. driver 
1 x 18Ó sub 
3650 W. @ 2 !
Snake: 1 (one) Whirlwind Mass Connector 56 channel input snake with 6 multi pair 
sub-snakes 
Microphones: 

SM57, SM58, SM81, SM91, SM98, Beta52, Beta58, Beta 91, Beyer M88 

1 Wireless SM58 hand-held


